AMENDMENT NO. 1 MAY 2017 
TO 
IS 5456 : 2006 TESTING OF POSITIVE DISPLACEMENT 
TYPE AIR COMPRESSORS AND EXHAUSTERS — CODE 


OF PRACTICE 
(Cover page 1) — Substitute ‘POSITIVE DISPLACEMENT TYPE AIR 
COMPRESSONS AND EXHAUSTERS —- SPECIFICATION’ for 


‘TESTING OF POSITIVE DISPLACEMENT TYPE AIR 
COMPRESSORS AND EXHAUSTERS — CODE OF PRACTICE’ 


(Page 1, clause 4.2.1, lines 4) — Substitute ‘7’ for ‘6’. 
(Page 5, Table 3, col 2, SI No. 3) — Substitute ‘8.1’ for ‘7.1’ 
(Page 8, clause 19) — Insert the following new clause: 

‘20 MARKING 


20.1 The air compressors/exhausters shall have the following information 
marked on a nameplate in a permanent and legible manner in a location where it 
is accessible and visible: 


a) Model/Type; 

b) Displacement (litres per minute); 

c) Rated delivery pressure (kg/em’); 

d) Input (kW); 

e) RPM; 

f) Specific power consumption (litre/k Wh); 

g) Air receiver capacity (litre); 

h) Serial No. of the compressor; 

j) Serial number of the air receiver (if provided); 
k) Manufacturer’s identification/Trade-mark; and 
m) Made in India, if required. 


20.2 BIS Certification Marking 
Each air compressors/exhausters may also be marked with the Standard Mark. 


20.2.1 The use of the Standard Mark is governed by the provisions of Bureau of 
Indian Standards Act, 1986 and the Rules and Regulations made thereunder. 
The details of conditions under which the license for the use of Standard Mark 
may be granted to manufacturers or producers may be obtained from the Bureau 
of Indian Standards.’ 
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